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Drift-free application of herbicides for efficient removal of 
suckers.

Additional benefits: Herbicides can be applied on the planted 
rows to control weeds.

Applied quantity: 100 – 300 l/ha
Weight: 20 kg

EP vine planting machine with planter, reliable distance-indicating 
tape, longitudinal position is reliably monitored via a camera system 
with monitor beside the tractor driver's seat, planting stakes are set 
at the same time.

Sprayer

LET THE SUN SHINE

ON YOUR PLANTS

Easy-Plant planting machine Comfort vine planting machine

Technical data:
Working height (at 22.5° inclination), mm:
Oil requirement, l/min:
Weight, kg:

580
16-24
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Rotary brush

Defoliator

Technical data:
Intake capacity, m3/h:
Working range, mm:
Oil requirement, l/min:
Weight, kg:

20.000
400-800
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Bask in the sun

PINCHING OFF SUCKERS

WEEDING AROUND VINES

DEFOLIATING

ALL-AROUND WEEDING

LEVELLING
WE CAN PLAN 

AND EQUIP
 YOUR COMPLETE

VINEYARDS
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Gently removes suckers with unique rotating strings. Easily 
mounted on column lifter, front attachment, over-the-row frame, 
cultivator or Hexagon. Swivel travel and spring pressure can 
be adjusted.  Options: water injection, wire lifting device.

Easily adjustable deflectors ensure optimum adjustment of 
the defoliation intensity and controlled parting of the grapes.
Early defoliation increases the concentration of total phenols 
and anthocyans, therefore of great interest for red wines.
Two rotors permit double defoliation of the area around the 
grapes.
Better aeration and irradiation ensures that the grapes dry 
more quickly and reduces the incidence of botrytis disease.
Better irradiation of the grapes reduces the formation of malic 
acid and increases the formation of aroma substances.
Recommended by leading viticultural institutes.

Meadow plane 230
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Principle of operation of the meadow plane

Direction of travel
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1. Screw, right-hand rotation

2. Screw, left-hand rotation

3. Seed box

4. Seed tube

5. Pressure and support 
roller

6. Spindle for adjusting the 
working depth
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Technical data:
Planting capacity:
Power requirement, CV/kW:
Weight, kg:

up to 800 plants/h
40 / 30
380

RPM spade-type planting machine for rooted and potted vines.  
Plants are automatically watered with 3 litres per plant.  Optional: 
laser-controlled direction steering.

Technical data:
Planting capacity:
Power requirement HP/kW:
Weight, kg:

1200 – 1800 plants/h
min. 80 / 60
1300

The special machine for redressing damage caused by wild boars on meadows and other grassy areas.
Technical data:
Depth x width, mm:
Height without / with seed driller, mm:
Speed-reducing gear:

1250 x 2480
1100 / 1400
1,93:1

Drive speed, rpm:
Power requirement, HP/kW:
Weight without / with seed driller, kg:

540
60 / 45
723 / 830

Clemens GmbH & Co. KG
Maschinenfabrik

Rudolf-Diesel-Strasse 8
D - 54516 Wittlich

Tel.: +49 65 71 - 929 00
Fax: +49 65 71 - 929 192
www.clemens-online.com

eMail: info@clemens-online.com
TECHNOLOGY FOR ROW CROPS

WEED CONTROL



SOIL CULTIVATION

HEXAGONExtremely robust

The solid, profiled 
hexagonal frame is 
ideal for use in the 
toughest conditions. 
High-grade spring 
steel makes our ti-
nes enormously ro-
bust and stable.  Set 
to a flat angle, the 
special CLEMENS 
wing share under-
cuts the cover crop 
without destroying it.

HEXAGONFor a whole variety of uses HEXAGONVine remover HEXAGONBison tines HEXAGONBreaking up and aerating HEXAGONTool carrier

HEXAGONSerrated disk ploughs HEXAGONEnormous strength

The attached disk 
harrow with hydrau-
lically adjustable 
units is eminently 
suitable for turning 
under all kinds of 
green cover.

Rows are complete-
ly tilled in a single 
pass with the CLE-
M E N S  Ra d i u s  
mounted on both 
sides.

The economical way 
to clear vineyards.

Very good for brea-
king up wheel 
tracks, especially in 
cultivations with 
green cover.

Different combi-
nations of imple-
ments allow the 
soil t o be cultiva-
ted all the year 
round, near the 
surface or deep 
down, no matter 
whether it is 
open or covered 
by plants.

Front or rear-
mounted and as 
intermediate fra-
me for a rotary 
harrow or tiller.

For efficient aeration 
in the sensitive area 
under the vines with
simultaneous weed 
control. C-tines 50 x 22

Grubber share
Duckfoot share

Plough tine of spring 
steel 80 x 25 with shear 
guard
Adjustable share pitch
Detachable wing share
Double-sided chisel 
points

HEXAGON is the all-purpose machine for soil cultivation!

1 2 3 4 5 6
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Technical data: HEXAGON 723

Hexagon basic frame
With hydraulic width adjustment
With chisel and wing share
With chisel and wing share

Frame width
Frame width
Working width
Row width approx.

685 mm
785-1185 mm

1185-1585 mm
1500-1900 mm

HEXAGON 729 HEXAGON 724

825 mm
925-1460 mm

1325-1860 mm
1600-2150 mm

1140 mm
1240-2100 mm
1640-2500 mm
2000-2900 mm

With Radius SL 370 mm share
With Radius SL 500 mm share
With Radius SL 620 mm share

Row width approx.
Row width approx.
Row width approx.

1500-1900 mm
1800-2200 mm
2000-2400 mm

1600-2200 mm
1900-2500 mm
2150-2700 mm

1950-2800 mm
2250-3100 mm
2500-3400 mm

Width can be increased in 400 mm increments.  Height approx. 1600 mm, length approx. 1400 mm,
weight depends on equipment configuration

Radius SL with clearing shareRadius SL with rotary tiller
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Oil requirement/unit:
6 – 10 l/min

With rotary tiller/unit:
21 – 25 l/min

Working depth:
50 – 100 mm 

Working speed:
5 – 10 km/h

Share length:
370 / 500 / 620 mm

Can be mounted anywhe-
re, even on existing culti-
vators, tillers, rotary
harrows, etc.

Technical data:

1211

Overall width, mm:
TK130: 1340
TK150: 1570

Working width, mm:
TK130: 1300
TK150: 1500

Drive speed, rpm:
540

Power requirement, HP/kW:
40/30

Weight, kg with
cage roller:
TK130: 440
TK150: 500

Weight, kg with 
packer roller:
TK130: 520
TK150: 600

Subsoiler TLK 884 2-tinesSubsoiler TLK 883 1-tine

1413

Working depth
max. mm:
600

Width of the share, mm
360 

Distance between
deep diggers,
TLK884: 1450 mm

Drive speed, rpm:
540

Power requirement, HP/kW:
TLK883: 40/30 
TLK884: 80/60

Weight, kg
TLK883: 260
TLK884: 610

Rotary harrow with cage roller
and weed driller

Rotary harrow with 
packer rollerTechnical data: Technical data:


